








U-WAVE Bluetooth®

The new U-Wave Bluetooth transmitter utilizes a different wireless technology than the U-Wave and U-Wave Fit
products. The specifications of each are detailed below. Please reach out to your local sales representative or www.

mitutoyo.com for more information about any of these products.

Specifications
Wireless communication protocol

Communication distance
Battery Life (CR2032)
Receiver Required

Data confirmation

Communcation frequency

0S compatibility

U-Wave Bluetooth U-Wave & U-Wave Fit

Bluetooth 4.2 Low Energy
Approx. 10 m (within visible range)

200,000 Transmissions with U-WavePak-BM
50,000 Transmissions with U-WavePak-BW

None
Led or Buzzer(optional)

2.4 GHz

U-Wavepak-BW supports Windows® 10 (32bit, 64bit)

U-WavePak-BM supports [0S and Android

Based on IEEE 802. 15. 4
Approx. 20 m (within visible range)

400,000 Transmissions

U-Wave-R
Led or Buzzer(optional)

2.4 GHz

U-WavePak supports Windows® 2000 Professional (=SP4), Windows® XP
Professional (=SP2), Windows® XP Home Edition (=SP2), Windows Vista®,
Windows® 7 (32bit, 64bit), Windows® 8, 8.1, 10 (32bit, 64bit)
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* U-WAVE-TMB / TCB can only be used in countries that have obtained wireless certification, including the country of purchase. For use in countries other than the country of
purchase, please contact our nearest sales office. It is not compatible with the existing product U-WAVE fit because the communication specification is different.
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